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Raise the vehicle o� the ground and place onto jack stands (or hoist) to allow suspension to fully 

extend. 

Loosen o� (no need to fully remove) the U-bolts on the vehicle, enough to move them o� the bump 

stop strike plate. Remove strike plate. 

Remove the bump stop from its holder by pulling the foam component from the metal retainer. 

Unbolt the metal retainer from the chassis. 

Mount the Polyair Top bracket (UB1) to the chassis rail with the provided M10x35mm Button Head 

bolt provided - into the same hole the bump stop retainer was attached (page 1).

Assembling the Bellows:

Place the roll plate on the bellow, then screw in the airline elbow to the brass air port on the bellow. 

Make sure to screw in 1 1/2 turns only, as per the yellow warning sticker. 

Not adhering to this will void warranty. 

Attach the lower bracket to the bellow on the same end as the airline elbow with the 3/8” counter 

sunk screws provided. 

Make sure the lower bracket and airline elbow are orientated inboard. (page 1). 

Attach the second top bracket (UB2) to the other end of the bellow with the 3/8” counter sunk screws 

provided with the roll plate sandwiched in between. (page 1).

Place the assembly onto the leaf springs and place the U-bolts over the feet of the lower bracket. 

(airline elbow inboard) ; You can now re-tighten the U-bolts to 45-50lbs torque. 

Make sure both sides of the vehicle are up to this point before proceeding to the next step. 

Raise the axle until the two top brackets (UB1 & UB2) come together. Attach these brackets together 

with the M10x30mm Button Head bolts (x2), M10 washers (x4) and M10 Nylock Nuts (x2) provided.  

Re-check all bolts are tight, including U-bolts. 

NOTE: If your vehicle is equipped with ‘Matrix LED’ Headlights, please see 

instructions on page 3. 
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If your vehicle is equpped with a manual hand-brake, 
please contact Polyair before commencing installation

Installation
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Airline Installation

Select a location for the in�ation valves of your 

choosing. A protected, easy to access location 

is recommended. 

Using a tube cutter or sharp razor blade cut the 

airline into two equal lengths. 

A straight, clean cut is necessary. 

Drill an 8mm hole in your chosen in�ation valve 

location and assemble the components as per Figure 1. 

From the in�ation valves, route the airline back to the bellows. 

-Airline must be protected from sharp edges & direct heat from exhaust.

-No sharp turns, causing airline to kink and prevent air �ow.

-Leave su�cient slack in the airline for suspension articulation.

Secure airline with the zip-ties provided. Cut off any excess airline. Repeat on other side. 

Once everything is secure, inflate the bellows to 60psi and test  any air leaks with soapy water. 

Lower the vehicle to the ground and deflate the air springs to a required pressure  the vehicle 

sits level as normal. 

Re-check air pressure after 24hrs. An initial 5-7psi loss is normal. If the pressure has dropped more, 

re-test for air leaks with soapy water. 

For usage and maintenance, refer to the user guide provided. 

Figure 1.1 .
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For vehicles equipped with

Matrix LED Headlights:

Find the headlight level sensor on the 

rear suspension (drivers side). 

Detach the arm from the bracket and 

swap the mounting position from inboard 

to outboard of the bracket. This will give greater clearance to 

the bellow kit. Check the clearance is at least 20-25mm from bellow.  
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