
63790 / 63890INSTALLATION
INSTRUCTIONS

IN-COIL KIT

SAFETY TIPS :  - It is recommended that our kits be installed by a quali�ed mechanic. 
  - Always wear appropriate PPE during installation.
  - Ensure the vehicle is secure and supported before starting the installation.
  - Be sure to read through the instructions before commencing & follow any kit speci�c guides.
  - Do not attempt to in�ate the air bags when they are not secured to the vehicle.
  - Any time the vehicle will be worked on or lifted onto a hoist, it is recommended to set the 
     air bags to the minimum 5psi pressure beforehand. 
  - Keep these �tting instructions in the vehicle at all times and make sure anyone who works on
     the vehicle is informed of the correct procedure of use.  

PRE-INSTALLATION NOTES :
 - A drill and 19mm drill bit is required 

KIT CONTENTS :
63790
2x [46142] Polyurethane Air Bags  
1x [15645] 5m Air Line 
1x [15400] Valve & Hardware Kit 

63890
2x [46143] Polyurethane Air Bags  
1x [15645] 5m Air Line 
1x [15400] Valve & Hardware Kit

Please contact our team for any issues or concerns you may have.
Polyair Springs | Ph:  02 9516 1182 | Email: info@polyair.com.au 
Sales O�ce : 407 Princes Hwy, Sydenham, NSW 2044
Website : polyair.com.au

63891
2x [46143] Polyurethane Air Bags 
2x [09-567] Rubber Spacer Blocks 
1x [15645] 5m Air Line 
1x [15400] Valve & Hardware Kit 

63990
2x [46144] Polyurethane Air Bags 
1x [15645] 5m Air Line 
1x [15400] Valve & Hardware Kit

63891 / 63990



INSTALLING THE AIR BAGS
1. Raise the vehicle by the chassis onto a hoist and jack stands. 

Make sure vehicle is secure and supported before starting. 

2. Remove coil springs from the vehicle. Please refer to the 
manufacturers workshop manual if uncertain of process.
CAUTION : OBSERVE TENSION ON BRAKE HOSE. DO NOT STRAIN. 

3. Cut down the rubber cone that is attached to the upper spring seat. 
Leave enough to cover the sides and where the spring seats. (Fig.1)

4. Drill a 19mm hole in the center of the upper spring seat. (Fig.1)

5. Cut the air line into two equal lengths with a �at blade or hose 
cutter. A clean and square cut is essential to prevent air leaks. 

6. Attach one length of the air line to the air bag, covering the entirety 
of the barbed �tting, then secure with the hose clamp. (Fig.2)
Place one of the brass coloured coil springs onto the air line. Final 
placement will be determined in Step 8. 

7. Insert the air bag into the coil spring with the air line running out 
the top of the spring.

8. Reinstall the spring and Polyair assembly into the vehicle. (Fig.3)
- If you are installing #63891, also install the rubber spacer block on 
top of the air bag as shown in Fig.4.  

Whilst feeding the air line out through the hole in the upper spring 
seat, position the brass coloured coil where the air line bends to 
prevent kinking. (Fig.5)

9. Reinstall any parts and reverse any steps taken in step 2 to remove 
the coil springs.

10. See next page for installing the air lines.
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INSTALLING THE AIR LINES
If you are �tting a Polyair compressor kit, follow those instructions from here.

A. Choose an ideal location for the Schrader valves. This location is best to be somewhere easy to reach. 

B. Roughly guide the air hose from your valve location to the air bags to check the length will be adequate. 
If more is needed, please contact us to purchase additional air hose. 

C. Drill an 8mm hole in your chosen location Or mount the Tow Mount Bracket if this was optioned.

D. Cut the air hose into two equal lengths with a hose cutter or any sharp, �at blade that will provide a 
clean, square cut. 

E. Route the air hose from the air bag along the frame of the vehicle to the chosen location. 
Note:
- Make sure to leave slack in the air line for any suspension movement.
- Do not run the air line against any sharp edges.
- Do not run the air line in a bend tighter than 90 degrees. 
- Keep air line minimum 75-100mm clear of any heat source. 

F. Mount the Schrader valves in the orientation shown in Fig.A

G. Secure the air hose with the cable ties provided.

H. In�ate the air bags to 25psi and check all connections and air bags for leaks with soapy water. 
(Make sure air bags are secure in the vehicle, never in�ate unrestrained air bags).

I. If any leaks are detected, address the leak or contact Polyair for further assistance. 

J. If no leaks appear, tighten or check over any parts that may have been loosened or removed during the 
installation process. Then place the vehicle back on the ground. 

K. Adjust air pressure so the vehicle is sitting at correct ride height. 

Su�cient air pressure must be maintained to prevent bottoming out and prolong the life of the air bags. 
A minimum of 5psi must be maintained at any time for unloaded vehicles. A vehicle with added weight may 
require additional pressure to maintain a “standard height”. Contact Polyair for further advice if needed. 

(Fig.A)
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QUICK USAGE GUIDE

Please refer to the user guide included in this kit for detailed usage and maintenance. 

POLYAIR LOAD ASSIST AIR BAGS DO NOT INCREASE THE VEHICLE’S GVM OR GCM

POLYAIR SYSTEMS ARE DESIGNED TO WORK ALONG SIDE THE VEHICLE’S EXISTING SUSPENSION 
AND IS NOT INTENDED TO BE A REPLACEMENT FOR SHOCK ABSORBERS OR LEAF / COIL SPRINGS.

IT IS STRONGLY RECOMMENDED THAT ANY POLYAIR KIT BE USED TO LEVEL VARYING OR TEMPORARY 
LOADS AND NOT SOLELY RELIED UPON FOR ANY HEAVY, PERMANENT WEIGHT.  
ANY PERMANENT WEIGHT SHOULD BE LEVELED WITH THE CORRECT SHOCK & SPRING
COMBINATION, THEN THE POLYAIR KIT USED FOR ADDITIONAL WEIGHT ABOVE THIS. 

IF THE VEHICLE WILL BE RAISED ONTO A HOIST, IT IS ADVISED TO DEFLATE THE AIR BAGS TO THE 
MINIMUM 5PSI BEFORE HAND. THIS WILL PREVENT ANY HARM THAT MAY HAPPEN WITH THE 
AIR BAGS UNDER PRESSURE, PREVENT ANY UNDUE STRESS ON SUSPENSION COMPONENTS
AND PREVENT DAMAGE TO THE AIR BAGS. 

RED SERIES

ULTIMATE SERIES

BELLOWS (ALL)

MINIMUM PSI
(UNLOADED)

MAXIMUM PSI

5 PSI

5 PSI

5 PSI

30 PSI

60 PSI

100 PSI

AIR UP, THEN LOAD UP!
For in-coil air bag kits; It is highly recommended to in�ate 
the air bags before loading the vehicle. 
E.g. In�ate air bag to maximum pressure (listed above), 
then load the vehicle or attach accessory
to the tow hitch. Once everything is loaded up, de�ate 
the pressure until the suspension sits at the 
correct height. 
This height can be measured before hand for reference. 
Best practice is to measure center of wheel to guard
on level ground when the vehicle has no load. 

- Incorrect use of Polyair systems or failure to adhere to warnings & guidelines can result in 
damage to the air bags, various components or the vehicle itself and will not be covered by 
warranty.

- Never exceed the vehicle’s GVM or GCM.

Head to our website to register your details to complete the product warranty. polyair.com.au/warranty

Follow the QR link below to view 
installation tips on our YouTube 

channel. 


